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Permanent Station Mark (PSM) 

Permanent Station Mark (PSM)  is the main control station for all the surveys of every  island. Minimum of 

three  (3) PSMs are  to be established  in each  island. Approval  from  the Maldives Land and Survey Authority 
should  be  obtained before  establishing  a  PSM.  The names  of  PSMs will  be  issued  from Maldives  Land  and 
Survey Authority.  

 The horizontal coordinates  (Easting, Northing) of  the  first PSM of any  island should be determined  if 
possible relative to the Male’ IGS Station. If relative positioning is not possible single point localization 
should be done for more than six hours with a GNSS receiver or minimum of 20 minutes of static data 
should be observed with baselines to all other PSM’s by using High precision static GNSS or any other 
equivalent or better method.  

 The vertical coordinate (Height) of the first PSM of any island should be related to the mean sea level 
which should be determined after an analysis of  local tide with relation to the prediction provided by 
Department of Meteorology. 

 All successive PSMs of any island should be related to first PSM of that island within an accuracy 
 Horizontal accuracy 0.010m (10mm)  
 Vertical accuracy 0.010m (10mm) 

 All monuments of PSM shall be constructed to the Monument Type A specification. 

 If  the use of an existing structure or a solid  rock  is more suitable, both  in stability and  location vise, 
construction  of  a  Type  A monument  is  not  necessary.  Any  survey mark  should  be made  of  either 
stainless steel or brass. 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 



MLSA | Survey Control Stations Guideline  3 

 

 

Monument  Type A.  

 

 The mark / stainless steel rod should be placed in the top of a concrete block cast in‐situ and shaped as 
shown below. 

 In urban areas it is recommended to bury the whole monument until the top is about 75mm below the 
surface of the ground.  

 In rural areas  it  is recommended to bury the monument  leaving the top 150mm above the surface of 
the ground.  

 A stainless steel bar with a diameter between of 12mm should be inserted from the top of the concrete 
as the mark. 

 One CM of the rod should be  left above the top surface of the concrete  in order to place the  leveling 
staff.  

 This bar/rod should be lengthy enough to reach the hard ground. 

 Any two PSM should be inter‐visible.   

 

 

Item Bags 
Cement 1 
Sand 2 
Aggregate 3 
 

Materials required 
for per Monument.  


